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With a coupled spectroscopic ellipsometry-quartz crystal microbalance with dissipation QCM-D
experimental setup, quantitative information can be obtained about the amount of buffer
components water molecules and ions coupled to a polyacrylic acid PAA brush surface in
swelling and protein adsorption processes. PAA Guiselin brushes with more than one anchoring
point per single polymer chain were prepared. For the swollen brushes a high amount of buffer was
found to be coupled to the brush-solution interface in addition to the content of buffer inside the
brush layer. Upon adsorption of bovine serum albumin the further incorporation of buffer molecules
into the protein-brush layer was monitored at overall electrostatic attractive conditions below the
protein isolectric poimt IEP and electrostatic repulsive conditions above the protein IEP, and the
shear viscosity of the combined polymer-protein layer was evaluated from QCM-D data. For
adsorption at the “wrong side” of the IEP an incorporation of excess buffer molecules was observed,
indicating an adjustment of charges in the combined polymer-protein layer. Desorption of protein at
pH 7.6 led to a very high stretching of the polymer-protein layer with additional incorporation of
high amounts of buffer, reflecting the increase of negative charges on the protein molecules at this
elevated pH. © 2010 American Vacuum Society. DOI: 10.1116/1.3530841
I. INTRODUCTION
For the development of smart surfaces high attention is
focused on stimuli-responsive polymers.1,2 Especially highly
swellable polymer brushes, with the polymer chains grafted
chemically to the surface, are promising because properties
like the surface wettability or charge interactions can be
switched over a wide range according to changes in the en-
vironmental conditions: pH, salt concentration, or
temperature.3–7
Among the field of polyelectrolyte brushes the swelling
behavior of weak polyanionic brushes consisting of poly-
acrylic acid PAA is well investigated.8–11 These polymer
brushes are characterized by their pH dependent deprotona-
tion of COOH-groups along the chains to negatively charged
COO− groups, as well as their nonmonotonic dependence of
the swollen brush thickness on the ionic strength of the
solution.8,9 In the osmotic regime an increase of the ionic
strength of the solution is considered to lead to an increase of
counterion condensation inside the brush. Thus, the polymer
chains expand due to the osmotic pressure of localized
counterions.12,13 With further increasing ionic strength and
decreasing Debye screening length in solution, the brush en-
ters the salted regime and collapses.
Regarding the adsorption behavior of the proteins bovine
serum albumin BSA and human serum albumin HSA to-
ward these PAA brushes, the adsorption maximum was found
near the IEP of the protein, and adsorption could be observed
for likewise negative net charges on brush and protein at the
wrong side of the IEP of the protein.14–18 Also the penetra-
tion of protein molecules inside the brush layer could be
demonstrated.14 Two possible explanations exist for the oc-
currence of adsorption at overall electrostatic repulsive con-
ditions: on one hand, the possibility of charge regulation/
reversal on the protein is discussed in terms of an adjustment
of the charge of weakly charged amino acids due to the local
electrostatic potential inside the polyelectrolyte brush;18 and,
on the other hand, due to a charge anisotropy patchiness of
the protein, positive charged patches exist on the protein that
can lead to an entropically favorable replacement of the
small counterions inside the brush by protein molecules.19
With optical techniques like in situ ellipsometry or in situ
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reflectometry, the swelling behavior of thin polymer brushes
was investigated, focusing on changes in film thickness and
refractive index.8,17,20 Additionally, protein adsorption pro-
cesses at solid surfaces or at thin polymer films are com-
monly examined with these methods,21,22 and the adsorbed
amount of protein is derived according to the approach of De
Feijter et al.23
The adsorbed amount of a surface layer can also be ob-
tained by quartz crystal microbalance with dissipation
QCM-D measurements, and viscoelastic as well as rigid
layers can be investigated.24–27 With the help of QCM-D, for
example, the grafting of polystyrene brushes as well as tem-
perature and pH-sensitive swelling of copolymer films was
monitored.28,29 As another example, adsorption of the en-
zyme tyrosinase to polyelectrolyte surface layers and its re-
maining activity in the immobilized state were observed.30
By combining spectroscopic ellipsometry SE and
QCM-D it is possible to derive the solvent-content of very
thin adsorbed surface layers, leading to a further insight into
swelling and adsorption mechanisms.31,32 Furthermore, for
swollen polymer films, like polystyrene brushes in
cyclohexane33 and polyelectrolyte multilayers in aqueous
solution,34 higher acoustical thicknesses QCM than optical
thicknesses ellipsometry could be observed, which was dis-
cussed as partly due to the higher acoustic contrast of the
QCM.33 With the latter technique solvent molecules at the
film-solution interface can be detected, which couple to the
substrate vibration. Thus, the acoustic thickness QCM is
closer to the hydrodynamic thickness than the optical thick-
ness determined by ellipsometry.33
In this article we focus on polymer Guiselin brushes con-
sisting of the weak polyelectrolyte PAA, grafted by an aver-
age value of two grafting points per chain.11,35 Guiselin
brushes present an easy means to prepare surface coatings,
where the degree of swelling can be controlled via the aver-
age number of grafting points per chain governed solely by
the grafting temperature. For this special type of polyelectro-
lyte brush the pH-sensitive dissociation behavior, ion distri-
bution, and swelling behavior were reported previously, and
the same qualitative swelling behavior as for end-grafted
PAA brushes could be found.35 Also the pH-sensitive adsorp-
tion of HSA showed the same trend as found for end-grafted
brushes.36
Swelling of the Guiselin brushes at pH 6 for two selected
ionic strengths of the solution and adsorption of BSA onto
the brushes above and below the protein IEP are monitored
with a combinatorial SE–QCM-D setup as a novel hybrid
technique to study solid-liquid interfaces. We focus on
changes in the amount of viscoelastically coupled buffer




PAA Mn=26 500 g /mol, Mw /Mn=1.12 and the adhe-
sion promoter polyglycidyl methacrylate PGMA Mn
=17 500 g /mol, Mw /Mn=1.7 were purchased from Poly-
mer Source, Inc. Canada. Chloroform and absolute ethanol
for the preparation of polymer solutions and extraction of
unbound polymer from the surface as well as the protein
bovine serum albumin A6003, defatted for adsorption stud-
ies were purchased from Sigma-Aldrich, Inc. St. Louis, MO,
USA.
For the preparation of 1 and 100 mM phosphate buffer
solutions, sodium phosphate monobasic dihydrate and so-
dium phosphate dibasic dihydrate were purchased from
Sigma-Aldrich, Inc., as well. The refractive index n of all
buffer solutions was measured with a digital multiple wave-
length refractometer DSR-lambda Schmidt+Haensch
GmbH u. Co. at eight different wavelengths from 435.8 to
706.5 nm. 0.3-mm-thick AT-quartz crystals coated with a
100-nm-thick gold layer QSX 301, Q-Sense, Frölunda,
Sweden with a resonance frequency at 4.950.05 MHz
were used as substrates.
B. Polymer film preparation
The Au-coated crystals were used as received from
Q-Sense. A 0.02 wt % solution of PGMA in chloroform was
spin-coated 2000 rpm, 1000 rpm/s, 10 s on the Au-coated
crystal and annealed under vacuum at 100 °C for 20 min to
crosslink PGMA, thus forming an anchoring layer of
2.00.5 nm thickness equipped with remaining epoxy
groups for the following “grafting-to” process. PAA was
spin-coated 1% in ethanol, 2000 rpm, 1000 rpm/s, 20 s
onto the PGMA layer and was annealed at 80 °C under
vacuum for 30 min to react remaining epoxy groups of the
PGMA with COOH-groups along the chain of PAA, grafting
the PAA chains in loops and tails via ester bonds. The an-
nealing temperature was chosen below the glass transition
temperature at 105 °C of the polymer to minimize the
amount of grafting points and achieve highly swellable poly-
mer brush films. The ungrafted PAA was removed by extrac-
tion in 96% ethanol, and the thickness of the grafted PAA
layers was measured with SE to be 5.30.5 nm.
C. Characterization methods and course of
experiments
1. Spectroscopic ellipsometry
Ellipsometric measurements are sensitive to changes in
the polarization state of light reflected from a surface,
whereas the two ellipsometric parameters, tan  relative
amplitude ratio and  relative phase shift, are recorded.21




= F0,,Ns,namb,nj,kj,dj , 1
tan  and  are correlated with the Fresnel reflection coef-
ficients Rp p-polarized electrical field and Rs s-polarized
electrical field, which are complex functions of the angle of
incidence 0, the wavelength , the optical constants of the
substrate Ns, the ambient medium namb, and the optical
constants of surface layers nj ,kj as well as their layer thick-
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nesses dj. Within the SE–QCM-D setup a spectroscopic el-
lipsometer with a rotating compensator M-2000, J. A. Wool-
lam Co., Inc., Lincoln, NE, USA was used to measure tan 
and  of coated Au-crystals in the dry state and in situ at 396
wavelengths between 371 and 1679 nm with a fixed angle of
incidence of 0=65°.
2. Quartz crystal microbalance with dissipation mode
In a quartz crystal microbalance, a mechanical oscillation
is induced by an applied alternating current via the piezo-
electric effect.37 With the QCM-D setup, frequency shifts f
and dissipation shifts D that are due to additional surface
layer and bulk solution effects i.e., film adsorption or bulk
viscosity change, respectively can be measured at several
overtones simultaneously. Here, for rigid films a linear de-
pendency between f and the adsorbed surface density  is
valid,24 whereas for viscoelastic surface layers additional en-
ergy dissipation and a frequency overtone-dependent re-
sponse have to be taken into account.31 In describing the
surface layer as a viscoelastic solid with a frequency-
dependent complex shear modulus,
G = l + if	l, 2
in the Voigt–Voinova representation,26,27 f and D can be
assigned to a film with uniform thickness dvisc, density 
l,
elastic shear storage modulus l, and shear viscosity loss
modulus 	l. Additionally the film deposited on the Au-
coated electrode is assumed to be in contact with a Newton-
ian fluid under no-slip conditions.
An ellipsometry-compatible QCM-D module from
Q-Sense was used QELM 401, Q-Sense, Frölunda, Sweden
and installed on the ellipsometer base. The ellipsometry
module consists of Teflon and titanium and is equipped with
windows of quartz glass at an angle of incidence of 65°. The
cell allows a small liquid volume above the crystal surface of
100 l. Measurements were done in flow either with a con-
stant flow rate of 0.4 ml/min or with stagnant solutions. The
temperature was monitored over the whole experiment and
held constant at 23 °C. For the exchange of liquids a syringe
pump NE-500 OEM, New Era Pump Systems, Inc., Farm-
ingdale, NY, USA was applied, increasing the flow gradu-
ally.
3. Course of experiments
Adsorption was performed at 1 mM salt concentration
below the IEP of BSA pHIEP=5.6 for defatted BSA Ref.
38 at pH 5.2 and above the IEP of the protein at pH 6.
Protein adsorption was monitored for overall electrostatic at-
tractive and repulsive conditions, respectively. Experiments
were carried out by starting with the PAA brush in water and
then exchanging the solution in constant flow at 0.4 ml/min
to 1 mM buffer solution. Afterward, the solution was stag-
nant for 20 min and exchanged to 0.1 mg/ml protein solution
by increasing the flow gradually until a constant flow 0.4
ml/min was reached again, and the solution in the measure-
ment chamber was exchanged after approximately 8 min. A
volume of more than 10 ml protein solution was pumped
through the cell with laminar flow above the brush-solution
interface. Adsorption at constant flow conditions was moni-
tored for 30 min at pH 5.2 36.5 min at pH 6. When changes
in the layer thickness dSE grew smaller than 1 nm/min the
protein solution was exchanged again to the pure buffer so-
lution, and changes in the combined polymer-protein layer
were monitored in the absence of protein in the solution.
Finally, desorption was performed at pH 7.6 at increased
electrostatic repulsive conditions. For the swelling experi-
ments at higher salt content the PAA brush was also equili-
brated in water, and the solution exchanged in constant flow
at 0.4 ml/min to the buffer solution.
The effect of nonconstant flow conditions on swelling and
protein adsorption was tested and was found to be marginal
1% for swelling and protein adsorption at electrostatic
attractive conditions pH IEPprotein. For protein adsorption
at pH 6 pH IEPprotein the flow rate has an influence on the
measurement. Thus, time periods of constant flow rate are
marked in Fig. 4.
III. DATA MODELING
A. Spectroscopic ellipsometry data
For the PAA Guiselin brush, modeling of  and tan 
was done according to an optical box model consisting of the
gold substrate, a PGMA, and a PAA layer. The dispersion of
the gold substrate was fitted to a B-spline function and
-offsets of the windows determined before coating the crys-
tal with PGMA and PAA. The thicknesses of the PGMA
layer and the dry PAA layer see above were fitted using
dispersion relations measured for thick bulk layers, with
nPGMA631.5 nm=1.525 and nPAA631.5 nm=1.522. For
the swollen PAA layer both thickness and refractive index
could be modeled using a two parameter Cauchy relation for
n.
The amount SE
b of buffer solution in the swollen PAA





Here, fb is the buffer fraction in the swollen PAA layer with
a thickness dPAA, which is modeled by a two component
effective medium approach EMA according to Bruggeman,
using the dispersion relation for dry PAA component 1 and
for the buffer solution component 2.39 The density of the
buffer solution 
b was set to 1 g /cm3 due to the usage of
low salt aqueous solutions. To allow comparison with the
QCM-D data, changes SEb=SEb−SEw will be discussed,
with SE
w as the amount of water inside the box layer for the
brush already swollen in water, calculated in the same man-
ner as SE
b Eq. 3.
For the in situ protein adsorption the box model was
maintained, whereas instead for the PAA layer, thickness
dcomb and refractive index ncomb for a combined PAA-BSA
layer were modeled because protein can be assumed to pen-
etrate into the PAA brush.14 The amount of protein SE
BSA
was evaluated with a modified de Feijter approach:23
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dndccomb = fBSAdn/dcBSA + fPAAdn/dcPAAfBSA + fPAA . 5
Here, SE
BSA is obtained by subtracting the amount of the
brush polymer PAA from the amount of the combined
polymer-protein layer after adsorption, where PAA
=dPAAnPAA−namb / dn /dcPAA is also calculated by the de
Feijter equation from the swollen brush layer thickness dPAA,
refractive index nPAA, and the refractive index increment for
PAA. The refractive index increment dn /dccomb of the
combined polymer-protein layer is derived from the indi-
vidual dn /dc values considering the volume fractions of
polymer and protein, respectively. For BSA a refractive in-
dex increment of 0.187 was used,23 and for PAA dn /dc
=0.133 was measured with a refractometer Leica AR600,
Leica Microsystems Inc., Buffalo NY, USA at a wavelength
of 589 nm. The volume fraction of polymer fPAA in the com-
bined polymer-protein layer was calculated as the product of
the volume fraction of PAA in the swollen brush and the ratio
of thicknesses dPAA /dcomb of swollen brush and combined
layer. This fraction fPAA was fixed in a three component
EMA model to derive the volume fraction fBSA of the pro-
tein, with the buffer solution as the third component. In the
EMA the effective dielectric function refractive index n of
the heterogeneous layer is described on the basis of the
known dispersion relations for n of the three components
with varying individual volume fractions.39 Here, the EMA
according to Bruggeman was used, based on the assumption
of random mixture and comparable volume fractions of fPAA,
fBSA, and fbuffer. For BSA a fixed refractive index of n
=1.575 was used, obtained for BSA adsorption on gold
surfaces.40 To verify the modeling of the adsorbed amount,
colorimetric quantification of the protein surface density for
a similar adsorption experiment was performed and is in-
cluded in the supplementary material.41
B. Quartz crystal microbalance data
Frequency and dissipation shifts for the odd overtones j
=3,5 , . . . ,11 were measured with reference to the PAA brush
already swollen in water. f j and Dj for the above over-
tones were fitted to a Voigt–Voinova model of one homoge-
neous viscoelastic layer,26,27,31 using the software QTOOLS
Q-Sense, Frölunda, Sweden. For a fixed layer density 
l of
1 g /cm3, changes in the viscoelastic thickness dvisc were
evaluated, thus reflecting changes in the viscoelastically
coupled amount QCMD with respect to the brush in water:
QCMD = 
ldvisc. 6
For the evaluation of protein experiments QCMD
ads
=QCMD−QCMD
b was introduced, subtracting changes in
the coupled buffer amount QCMD
b due to the initial swell-
ing in the buffer solution from the total amount of coupled
molecules QCMD upon protein adsorption. Thus, a direct
comparison of changes in the viscoelastically coupled
amount buffer and protein molecules in the adsorption pro-
cess to the adsorbed amount of protein SE
BSA is possible,






BSA in the ad-
sorption and desorption of protein. The density and viscosity
of the buffer solutions were set to the values known for wa-
ter. Additionally, for the protein adsorption experiments,
changes in the shear viscosity of the combined polymer-
protein film were evaluated independently from dvisc, as
given by the Voigt–Voinova model.
IV. RESULTS AND DISCUSSION
A. Swelling dependent on ionic strength
With the hybrid technique of QCM-D and SE, changes in
the amount of buffer solution inside the brush layer SE
b
and totally coupled to the brush-solution interface
QCMD
b can be addressed simultaneously. For the swell-
ing of PAA Guiselin brushes in 1 and 100 mM buffer solu-
tions at pH 6 these buffer amounts are displayed in Fig. 1.
For this special type of polymer brush it was shown previ-
ously that the dissociation behavior of COOH-groups is
similar to end-grafted PAA brushes.11
A large difference between the amount SE
b inside the
SE-box layer and QCMD
b is visible at 1 mM salt concen-
tration. One explanation for this behavior could be the in-
creased contrast of the acoustic QCM-D method.33 Single
PAA chains are suspected to protrude into the buffer solution
to a higher extent than indicated by the thickness of the
swollen brush modeled from SE measurements, and QCM
was discussed to be sensitive to these dilute regions of the
polymer segment density profile. Another reason could be
changes in the electrical double layer due to a different coun-
terion and coion density at the brush-solution interface in 1
mM buffer solution compared to water. When more ions
FIG. 1. Color online Increase in the viscoelastically coupled amount de-
rived from QCM-D and in the buffer amount inside the brush derived from
SE for swelling at pH 6 in 1 and 100 mM buffer solutions. All values are
referenced to the brush already swollen in water.
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couple to the vibration of the surface in the buffer solution,
f decreases and D increases, indicating a higher vis-
coelastic thickness of the brush layer.
Upon swelling in 100 mM buffer solution a decrease in
QCMD
b is observed compared to swelling in 1 mM solu-
tion, although the swollen brush thickness dPAA is higher at
100 mM dPAA=50 nm, and thus the amount of buffer in-
side this box layer is increased compared to swelling in 1
mM dPAA=35 nm. This observation favors an influence of




. The amount of ions
at the interface is assumed to decrease with increasing salt
content due to a better screening of charges in the brush layer
by counterions. The roughness of the swollen brush surface
on the other hand is expected to increase with increasing
swollen brush thickness. Furthermore the optical contrast
should decrease because of a decreasing refractive index dif-
ference between brush layer and aqueous solution, leading to
an underestimation of the thickness by ellipsometry. If dan-
gling polymers not considered by the ellipsometric box




, an increase of QCMD
b
−SE
b would be expected, contrary to the observed results.
Hence, we could show that changes in the ion concentration
and distribution at the brush surface are dominating the dif-
ferences between buffer amount in the SE-model layer and
the viscoelastically coupled buffer, and that this hybrid tech-
nique provides an access to the combined amount of ions and
water coupled to an interface. The same experiments per-
formed at pH 5.2 can be found in the supplementary
material.41
B. BSA adsorption below the IEP of the protein
In Fig. 2 the adsorbed amount of protein SE
BSA derived
from SE measurements, changes in the amount of protein
and buffer molecules QCMD
ads viscoelastically coupled to
the brush surface, and changes in the coupled buffer amount
buffer
ads are displayed, starting with adsorption in 0.1
mg/ml protein solution at pH 5.2 I, desorption in the cor-
responding buffer solution at pH 5.2 II, and desorption in 1
mM buffer solution at pH 7.6 III. Since QCMD
ads is ref-
erenced to the brush swollen in the buffer, negative
QCMD
ads implies a reduction of the viscoelastically
coupled amount compared to the brush in 1 mM buffer so-
lution. For a better understanding schemes of the brush sur-
faces are added for each step of the experiment. The trans-
port processes, as indicated by the measurement data, are
marked with arrows, light gray for BSA and dark gray for
water molecules and ions combined.
In field I of Fig. 2 a different rate of increase for SE
BSA
and QCMD
ads can be observed. In fact QCMD
ads first de-
creases before it increases again considerably faster than
SE
BSA
. Since the SE data are evaluated according to De
Feijter et al.,23 solely the increase of the adsorbed amount of
protein is monitored, making the observation highly interest-
ing. In QCMD
ads both the increase of the coupled amount of
protein and changes in the coupled amount of buffer compo-
nents are reflected. Thus, to the best of our knowledge, dif-
ferences between QCMD
ads and SE
BSA reflect changes in
the viscoelastically coupled amount of counterions and
coions as well as water molecules.
FIG. 2. Color online Adsorbed amount of protein SEBSA, changes in the total amount viscoelastically coupled to the brush surface QCMDads, and changes
in the amount of coupled buffer components bufferads. For clearer presentation measurements are referenced to the brush surface in buffer solution,
displaying I adsorption in 0.1 mg/ml protein solution at pH 5.2, II desorption in 1 mM buffer solution at pH 5.2, and III desorption in 1 mM buffer
solution at pH 7.6. Dotted lines indicate starting times of the pump for the exchange of solution. Corresponding frequency shifts and dissipation values can
be found in the supplementary material Ref. 41.
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Here, a small increase of buffer
ads between 7.5 and 9
min followed by a noticeable decrease from 9 to 11 min is
visible. We refer this feature to the exchange of solution in
the measurement chamber. However, the decrease in
buffer
ads from 9 to 11 min indicates a removal of viscoelas-
tically coupled molecules from the surface, possibly due to
the exchange of coupled buffer components to protein mol-
ecules. The subsequent increase in QCMD
ads with a higher
rate than observed for SE
BSA can be well understood con-
sidering the absorption of hydrated protein molecules with a
surrounding electrical double layer to the brush surface.
Here, the amount of buffer molecules coupling to the surface
in the adsorption process is 161 mg /m2 compared to the
pure brush in 1 mM buffer solution.
Interestingly when exchanging the solution to 1 mM
buffer solution again field II, although the amount of pro-
tein at the surface SE
BSA stays constant, QCMD
ads de-
creases. Thus, ions and water molecules are released from
the surface.
The decrease in buffer
ads is accompanied by an increase
in the total refractive index and a decrease in the combined
polymer-protein layer thickness Fig. 3, indicating a con-
traction of this polymer-protein layer within this box-model
picture. But also a sharpening of the polymer-protein-
solution interface could possibly lead to these results for n
and d.
Finally, a high fraction of BSA is desorbed in exchanging
the 1 mM solution at pH 5.2 to a 1 mM solution at pH 7.6
field III. The desorption process can be monitored, where
upon the decrease in SE
BSA first a significant increase in
QCMD
ads and thus in buffer
ads occurs. This behavior can
be explained by an additional coupling of buffer molecules
in the desorption process due to a temporarily strong stretch-
ing of the polymer-protein layer before protein molecules
start to desorb. This stretching can also be found from the
sharp increase in dcomb Fig. 3 that accompanies the increase
in QCMD
ads
. It is also noted that after desorption of the
protein, QCMD
ads remains at a relatively high value at
26.4 mg /m2, influenced not only by the increased dissocia-
tion of COOH-groups at higher pH, but also by the remain-
ing small BSA fraction of 1.6 mg /m2. We refer the latter to
as irreversible structural changes in the BSA molecules at the
PAA brush surface, as observed, for example, in BSA adsorp-
tion at silica surfaces.42
C. BSA adsorption above the IEP of the protein
The adsorption experiment was repeated in the same way
at pH 6 to determine changes in the amount of coupled
buffer components upon adsorption at the wrong side of the





In field I QCMD
ads again increases more rapidly than
SE
BSA
. Here, over a range of 5 min 9 min after starting the
exchange of buffer solution an increase in buffer
ads up to
81 mg /m2 can be observed that decreases again to
5.50.4 mg /m2 and stays constant in the adsorption pro-
cess. Thus, an excess amount of buffer components is
coupled to the brush surface at the beginning of protein ad-
sorption at the wrong side of the IEP, which equilibrates
during the adsorption process. Here, the peak in buffer
ads at
14 min is reflected as a negative peak in the refractive index
ncomb631.5 nm, whereas the combined polymer-protein
layer thickness dcomb is still increasing Fig. 5. After 40 min
dcomb stays virtually constant, but ncomb631.5 nm is further
increasing until the end of the adsorption experiment and
exchange of the protein solution to pure buffer solution.
These findings can be interpreted as a densification of the
combined protein-polymer layer in the ongoing adsorption
process, now in stagnant solution after 36.5 min of the ex-
periment. Thus, protein is continuously incorporated into the
combined layer.
After exchange of the protein solution to buffer solution
both QCMD
ads and SE
BSA decrease in field II and protein
desorption takes place, whereas the decrease in QCMD
ads is
faster, indicating desorption of buffer components alongside
the protein, as it is expected when the hydration shell of
protein molecules is taken into account. The desorption pro-
cess in pure 1 mM buffer at pH 6 is accompanied by a
decrease in both thickness dcomb and refractive index ncomb in
Fig. 5. At this pH desorption of protein begins with starting
the pump for the exchange of solution at 158 min of the
FIG. 3. Color online Total refractive index ncomb=631.5 nm and combined polymer-protein layer thickness dcomb, corresponding to the measurements
presented in Fig. 2.
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experiment, indicating a high sensitivity of the combined
polymer-protein surface on shear forces/flow for this pH at
the wrong side of the IEP of BSA.
When exchanging the buffer to 1 mM at pH 7.6 the same
desorption features as observed in the adsorption experiment
at pH 5.2 Fig. 2 are visible, but less pronounced. Also a
temporarily stretching of the layer, indicated by a change in
the combined layer thickness dcomb from 69 to 90 nm, takes
place, whereas the increase is also smaller than at pH 5.2,
where a stretching from 68 to 124 nm could be observed.
These differences are due to less protein adsorbed at pH 6
than at pH 5.2. Therefore, fewer charged protein molecules
contribute to the incorporation of additional buffer compo-
nents and thus the stretching of the layer in the desorption
process. A similar remaining adsorbed amount of protein of
1.7 mg /m2 as after adsorption at pH 5.2 and desorption at
pH 7.6 can be observed. Thus, also upon adsorption at the
wrong side of the IEP of BSA irreversible denaturation of the
protein is most likely to take place.
D. Changes in the shear viscosity during the
adsorption process
Changes in the shear viscosity 	l upon BSA adsorption
in 1 mM buffer solution are displayed in Fig. 6 for adsorp-
tion at pH 5.2 Fig. 6a and at pH 6 Fig. 6b as discussed
in the previous two subsections. Here, for adsorption at pH
5.2 an increase in 	l over one order of magnitude occurs
upon adsorption field I. Thus, the internal friction in the
combined polymer-protein layer is considerably higher than
for the bare brush surface. When exchanging the protein so-
lution to 1 mM buffer solution again, a further increase in the
shear viscosity is monitored field II, which is interesting
because the amount of ions and water molecules was shown
to decrease in Fig. 2. Thus, the less hydrated protein-brush
layer in field II has a higher viscosity at the present environ-
mental conditions than the more hydrated protein-brush layer
in equilibrium with 0.1 mg/ml protein concentration in the
same 1 mM buffer solution field I. With desorption of the
FIG. 4. Color online Adsorbed amount of protein SEBSA, changes in the amount viscoelastically coupled to the brush surface QCMDads, and changes in the
amount of coupled buffer components bufferads. For clearer presentation measurements are referenced to the brush surface in buffer solution, displaying I
adsorption in 0.1 mg/ml protein solution at pH 6, II desorption in 1 mM buffer solution at pH 6, and III desorption in 1 mM buffer solution at pH 7.6.
Dotted lines indicate starting times of the pump for the exchange of solution, and time periods of constant flow conditions cf. gray bar are marked.
Corresponding frequency shifts and dissipation values can be found in the supplementary material Ref. 41.
FIG. 5. Color online Total refractive index ncomb=631.5 nm and combined polymer-protein layer thickness dcomb, corresponding to the measurements
presented in Fig. 4.
165 Bittrich et al.: Protein adsorption on and swelling of polyelectrolyte brushes 165
Biointerphases, Vol. 5, No. 4, December 2010
protein in field III at pH 7.6, 	l decreases to values com-
parable with the pure brush surface, underlining the impor-
tance of the protein on the surface for a high shear viscosity.
At pH 6 the change in the shear viscosity upon protein
adsorption is relatively small, only 0.002 kg/m s field I,
compared to the changes observed at pH 5.2. Here, at the
latter pH a six times higher 	l was observed, whereas the
adsorbed amount of protein at pH 5.2 was 2.3 times higher
than at pH 6. The desorption of protein upon exchange to the
buffer solution at pH 6 is reflected again in 	l, which is
decreasing with decreasing amount of protein at the brush
surface field II. Finally, after desorption at pH 7.6 the re-
maining changes in the shear viscosity are similar to 	l
after the adsorption experiment at pH 5.2 field III. Thus,
similar brush states are achieved at pH 7.6 after adsorption
experiments at overall electrostatic attractive and repulsive
conditions at this low salt content in solution, considering





, and remaining change in the
shear viscosity 	l.
V. SUMMARY AND CONCLUSIONS
In simultaneous SE–QCM-D studies changes in the
amount of coupled buffer in swelling and protein adsorption
experiments could be obtained quantitatively, monitoring in
real time hydration as well as incorporation of counterions
and coions. Thus, the interaction of solvent and adsorbate
molecules with the surface can be addressed separately, in-
dicating not only the potential of these simultaneous mea-
surements for the quantitative investigation of molecules in-
volved in adsorption, but also replacement processes or
specific interactions at biointerphases.
Here, for PAA Guiselin brushes a considerable increase in
the amount of viscoelastically coupled buffer components
could be observed upon swelling in electrolyte solutions.
Compared to the buffer content inside the swollen brush
layer as given by a SE-box model, a high amount was
coupled to the brush-solution interface at low salt concentra-
tion. Here, the decrease of coupled buffer amount with in-
creasing salt content indicates high influence of the ion con-
centration at the brush-solution interface electrical double
layer on the difference between optically SE and acousti-
cally QCM-D determined buffer amounts at the brush sur-
face.
For BSA adsorption at these PAA Guiselin brushes, the
rate of increase of the viscoelastically coupled amount was
higher than the increase of amount of protein at the surface
for both adsorption experiments at overall electrostatic at-
tractive pH 5.2 and overall electrostatic repulsive pH 6
conditions. Thus, the incorporation of buffer molecules into
the protein-brush layer during the adsorption process was
investigated quantitatively, providing further insight into the
adsorption of the model protein BSA at flexible polyelectro-
lyte surfaces.
Especially interesting is adsorption at pH 6 at the wrong
side of the IEP of the protein. Here, a coupling of an excess
amount of buffer components could be observed. Thus, vis-
coelastically coupled buffer molecules are released from the
surface in the ongoing adsorption process, indicating an ad-
justment of charges and possibly also charge distribution in
the combined polymer-protein layer.
Regarding the desorption of protein at pH 7.6 from both
brush surfaces at overall electrostatic attractive and repulsive
conditions, an increase in the polymer-protein combined
layer thickness accompanied by a strong increase in the vis-
coelastically coupled amount was found. We interpret these
findings as a stretching of the combined brush-protein layer
with additional incorporation of buffer molecules in the de-
sorption process before desorption of protein molecules ac-
tually takes place.
Finally, the shear viscosity and thus the internal friction of
the brush-protein layer were one order of magnitude higher
upon electrostatic attractive adsorption at pH 5.2 than upon
adsorption at the wrong side of the IEP of the protein, which
we refer to the high amount of protein in the combined
polymer-protein layer at pH 5.2. Hence, we show that by
incorporation of protein the internal friction of a highly
swellable polymer surface coating can be increased consid-
erably, highly interesting for surfaces in flowing biological
fluids.
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